CHAPTER 2
AMENDMENTS TO APWA
STANDARD PLANS AND SPECIFICATIONS
(Updated 3-2-21)

2.1

GENERAL

This document modifies the latest edition of the APWA “Manual of Standard
Specifications”. Affected paragraphs or articles are noted by section number; additions
or changes to text follow the section numbers. All other provisions in the manual remain
in full force and effect.
2.2

SUPPLEMENTS TO APWA

Sec. 01 31 13

Add the following to 1.3:
A. Modifications to existing utilities shall conform to the
owner’s utility standards and specifications.

Sec. 02 41 14

Add the following to 3.5:
C. Exact location of all sawcut lines may be adjusted or
determined in the field by the City Engineer if location on plans
is not clearly shown, or existing pavement conditions require
relocation.

Sec. 03 30 04

Delete 2.5.D.2.b and replace with the following:
2.5.C.2.b Replace up to 15 percent of the cement by weight on
a minimum basis of 1 part fly ash to 1 part cement.

Sec. 31 05 13

Delete and replace 2.2.A and add sections 2.2.C and 2.2.D:
2.2.A Classifications A-1.
2.2.C Well graded material with 100% passing 3” sieve and
70%-90% passing 2” sieve.
2.2.D No river rock or round aggregate.

Sec. 31 05 13

Delete and replace 2.3.A and 2.3.C and add section 2.3.E:
2.3.A Classifications A-1-a.
2.3.C 100% passing 2” sieve and 70%-90% passing 1” sieve.
2.3.E No river rock or round aggregate.

Delete paragraph 2.7.A and replace with the following:
A. All sand shall be clean sand mixture free from clods of earth
debris, alkali, salt, petroleum products, vegetative matter or
other deleterious or decomposable matter, frozen material,
slag, cinders, ashes and rubbish or other material that in the
opinion of ENGINEER may be objectionable or deleterious.
“Squeegee” or any other flowable material shall not be
permitted. Sand shall conform to the following gradation:
Sec. 31 05 13
US Standard Sieve
Size (Square
Opening)
¾ - Inch
No. 4
No. 10
No. 40
No. 200

Sec. 31 05 13

Sec 32 11 23

Percent By Weight
Passing Screen
100
80 - 100
30 - 50
10 - 30
0 - 15

Add the following to 2.3:
F. Trench backfill material shall be borrow, unless approved
otherwise by South Jordan City Engineering
Delete and replace Section 1.6.B Gradation with:
B. Gradation: Lot size is one (1) day production. Sub-lot size
is 500 tons. Collect samples from grade before compaction.
Conduct at least one (1) gradation analysis for each sub-lot.
Lot is acceptable if all gradation tests are within the allowable
tolerance (Table 1) from the Target Grading Curve.
Table 1: Gradation Tolerance from the Target Grading
Curve
Sieve Size
Gradation Tolerance
3/8” and Larger Sieves ±9.0
No. 4 Sieve
±7.0
No. 16 Sieve
±5.0
No. 200 Sieve
±3.0
Delete Section 2.2 TREATED BASE COURSE - The City does
not allow Treated Base Course.
Delete and replace Section 3.2.B with:
B. Provide aggregate suitable for the following locations.
Table 5 – Placement Type, Location Aggregate Class &
Grade
Aggregate Aggregate
Class
Grade
Type Location
11 3/4
A B C
1/2

Pavement (includes curb,
gutter and waterway when
I
X
in conjunction with
pavement placement)
Concrete flat work
(includes driveway
II
approach, curb cut
X
assembly, curb, gutter,
sidewalk, waterway, etc)
Landscape (includes nonIII
structural, non-load
X X X
bearing areas)
NOTES:
(a) X indicates where placement is allowed

X

X

X

X

X

X

X

Sec. 32 12 05

Remove the following from 2.3.D:
2. Allowed from 15 to 30 percent by weight of RAP or binder,
whichever is lesser, if the binder grade is adjusted according to
AASHTO M 323 to meet the specified binder grade.

Sec. 32 12 16

Add the following to 3.2.A:
6. All utilities including water, sewer, storm drain, gas, phone,
and cable (including laterals) in roadways must be installed
prior to pavement construction.

Sec. 32 12 16

Add the following to 3.7.A:
3. AC pavement to be one-half inch (1/2”) above lip of all
gutters after compaction, except at sidewalk ramps or
waterways.

Sec. 32 12 16

Add the following to 3.7 E:
5. Marriages of asphalt shall be vertical, with complete
marriage and with no gaps. Marriage will be crack sealed.

Sec. 32 16 13

Add the following to 3.2:
E. No structures; including utility company boxes, manhole
lids, valve covers, water service meters, vents, etc., shall be
located in driveways, driveway aprons, curbs, gutters or
waterways unless written approval is granted by the utility
company and the City Engineer.

Sec. 32 16 13

Add the following to 3.9 B:
3. All sidewalks and curb and gutter shall be completely
backfilled to within 3 inches of the top back of curb (TBC) and
within 3 inches of the top of sidewalk.

Sec. 33 05 14

Add the following to 3.1:
E. Contractor shall adjust all new and existing inlets, valve
boxes, manhole rims, and sewer clean outs, etc. to finish grade
as applicable whether or not they are shown on the plans.

Plan 315.1

Delete and replace item 3.B with:
“3.B No hooded grates are allowed unless approved by the
City Engineer”

Plan 315.2

Delete and replace item 3.B with:
“3.B No hooded grates are allowed unless approved by the
City Engineer”

Plan 316

Delete and replace item 3.B with:
“3.B No hooded grates are allowed unless approved by the
City Engineer”

Plan 802

Add the following to Note:
Concrete replacement shall be from cold joint to cold joint.

Plan 802

Modify the following Note:
“Vertical or horizontal displacement of ½” or more, replacement
is required.” shall be changed to read “Vertical or horizontal
displacement more than ¼ inch shall be replaced. ¼ inch
expansion joint vertical hazard shall be cut down.”

