
110'-6"

FF ELEV.= 4455.00
(FF ELEV TO BE MAX 4-FT ABOVE TBC)

44XX.XX

FG ELEV

4451.22

FG ELEV/ BOW ELEV

4451.00

TBC ELEV

4452.22

FG ELEV / BOW ELEV

4452.00

TBC ELEV

SIDEWALK

PARKSTRIP

ROADWAY

DWY WIDTH (30' MAX)

20'

15'

130'-10"

PROPERTY LINE

10' P.U.E. & D.E
44XX.XX

DWY ELEV

SETBACK (25' MIN)

44XX.XX

DWY ELEV

10' P.U.E. & D.E

5
' 
P

.U
.E

. 
&

 D
.E

5
' 
P

.U
.E

. 
&

 D
.E

S
W

A
L
E

SWALE

S
W

A
L
E

44XX.XX

FG ELEV
44XX.XX

FG ELEV

-1
0

%
 (

M
A

X
 S

L
O

P
E

)
44XX.XX

FG ELEV

44XX.XX

FG ELEV

44XX.XX

FG ELEV

44XX.XX

FG ELEV

44XX.XX

FG ELEV

44XX.XX

FG ELEV

44XX.XX

DWY ELEV

44XX.XX

DWY ELEV

-5%

-5%

-5
%

-5
%

-5%

-5% -5
%

ABBREVIATION KEY
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